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i > TOP OF POST (TYP). >
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PILE AROUND POST TO 3 PILE AROUND POST TO /) :
5 PROMOTE DRAINAGE 5 PROMOTE DRAINAGE J| =
o AWAY FROM POST, TYP. o AWAY FROM POST, TYP. o
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® H BACKFILL EXCAVATED ® H ® H ATTACH REFLECTIVE SIGN TO H B BACKFILL MINIMUM OF 4-LIFTS WITH H F ® H B
T i POST HOLE. TAMP IN T i T d UPPER CABLE, EVERY OTHER SPAN [} d COMPACTION AT EACH LIFT. T d T d
= I MINIMUM OF 4-LIFTS. = I -l H OR AS DIRECTED BY AMAFCA. = BACKFILL SHALL BE CLEAN 2" MATERIAL, = =
H— (TYP). BACKFILL SHALL Lo - SEE DETAIL BELOW. a NO ROCKS, AND NO DEBRIS, TYP. s H
BE CLEAN -3/4"
) MATERIAL, NO ROCKS, , . ;
12 AND DEBRIS, TYP. 12 12 12

TENSION / END POST / CORNER POST

INTERMEDIATE POST

NOTES FOR WOOD POST AND CABLE FENCE

1. ALL POSTS SHALL BE 6x6 SQUARE TREATED WOOQOD MIN.

2. 3INCH DIA. HOLES FOR CABLE SHALL BE THRU HOLES DRILLED THRU
THE CENTER OF POST AND PREPARED PRIOR TO PAINTING.

3. ALL WOOD POSTS POSTS SHALL BE PRIMED WITH 2 COATS OF
DUNN-EDWARDS ULTRA-GRIP MULTI-SURFACE UGPRO00-1 EXTERIOR
PRIMER. FINISH COAT SHALL BE 1 COAT OF DUNN-EDWARDS
ARISTOSHIELD EXTERIOR EGGSHELL PAINT ASHL30 OR APPROVED
EQUAL. COLOR OF FINAL COAT SHALL BE "PLANET TEAL".

4. STEEL CABLE SHALL BE 3 INCH DIA. GALVANIZED 6x19 WIRE ROPE OR
APPROVED EQUIVALENT. CABLE TENSION SHALL BE TENSIONED TO
100 LBS. OR TO PROVIDE 1 INCH OF SAG BETWEEN SPANS.

6x6 TREATED WOOD TYP. NOT TO SCALE 6x6 TREATED WOOD TYP. NOT TO SCALE
34" MIN OVERLAP
34" MIN OVERLAP . a
> 3- CABLE WRAPS . 12" , 12" , 4" MIN 1n
| | | 3" GALVANIZED CABLE N %' DIA. THRU HOLE 1 WRAP ABOVE AND 1 1
3- CABLE WRAPS TYPICAL EACH CABLE WRAP BELOW LIVE Q /
AT POST CONNECTION Q / / — / / CABLE, TYP. ( & = /] /
1 WRAP ABOVE AND 1 | 0 0 0 0 1
C - | | ™5 77— v 4 [ 7 F CF ' -} ST e CABLE (SHORT)
WRAP BELOW LIVE —— v v g T o o ¢ DEAD END
CABLE TYP. CABLE (SHORT) \
DEAD END \ ¢ 2 g 4— , )
=10 2 i— , r L g —— CABLE (LOM
LIVE END
CABLE (LOM CABLE HEIGHT
LIVE END REFERENCE 0 — /
CABLE HEIGHT : 0 0 | — 0 i I :
REFERENCE — v / / / / v v v /
_/ 1" ZINC PLATED CABLE CLAMPS, TYP.
6x6 TREATED g 4 _/ B INSTALL SADDLE ON LIVE (LONG) CABLE END.
WOOD POST 3" ZINC PLATED CABLE CLAMPS (TYP). WOOD POST WOOD POST P ATTACH CLAMPS PER MANUFACTURES
INSTALL SADDLE ON LIVE (LONG) CABLE END. - - RECOMENDATIONS.
| ATTACH CLAMPS PER MANUFACTURES A

RECOMMENDATIONS.

TYPICAL END POST

CONNECTION DETAIL

NOT TO SCALE

CABLE
HOG RING CLIP
SECURED AROUND METAL SIGN
CABLE e

SECTION

HOG RING CLIP

SECURED AROUND

CABLE / CABLE
\ METAL SIGN

ELEVATION

SIGN ATTACHMENT DETAIL

NOT TO SCALE

NOTE:
METAL SIGN SIZE, SHAPE, AND TEXT
TO BE PROVIDED BY AMAFCA.

TYPICAL INTERMEDIATE POST

CONNECTION DETAIL

NOT TO SCALE

/S

5.  MISCELLANEOUS HARDWARE, CLAMPS AND BOLTS SHALL BE

GALVANIZED OR ZINC PLATED.

TYPICAL TENSION / CORNER POST

SPLICE DETAIL

/

NOT TO SCALE

12' TO LINE POST

6' TO BRACE POST

6. NUMBER OF CABLES WILL BE AS CALLED FOR IN CONSTRUCTION
PLANS OR AS CALLED FOR IN THE BID FORM.

7. PEDESTRIAN ACCESS, EQUESTRIAN ACCESS, AND ACCESS CONTROL
GATES SHALL BE IN ACCORDANCE TO AMAFCA STD. DETAIL 202.

8. INLIEU OF END POST AT ACCESS LOCATIONS, TIE CABLE TO GATE AND
ACCESS POSTS.

9. TENSION POSTS SHALL BE PLACED EVERY 120 FEET (AS INDICATED),
AT EVERY POINT OF INFLECTION (PI), CORNER POSTS, AND ON SIDES
OF WATER CROSSINGS.

INSTALL BRACE WIRE

NOTE: WITH 2 WRAPS AND

BRACE DEFLECTIONS
GREATER THAN 30°

STAPLE, TYP.

jee vy qp

jee vy qpP

INSTALL BRACE WIRE
WITH 2 WRAPS AND

/:
SECURE WITH FENCE = |
STAPLE TYP. ?

BRACING AT CORNER OR INFLECTION

BARBLESS 12.5 GAGE AN WOOD POST
FENCE WIRE. DOUBLE TYP
LOOPED, AND TWISTED N ~ '
WITH WOOD STAKE OR N
STEEL PIPE.

NOTE:
ANGLE BRACING REQUIRED FOR 2- OR 3- CABLE FENCE

POINT DETAIL

NOT TO SCALE

CORNERS AND ANGLE DEFLECTIONS GREATER THAN 30°

SECURE WITH FENCE
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